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Caractéristiques et présentations sujettes à modifi cations sans préavis

ARRAN 
POWER CABLE

GAMME PERFORMANCE

CARACTÉRISTIQUES
Finition : Tresse nylon noire – texture souple
Prise d’alimentation : 1 x prise d’alimentation type Schuko
Connecteur : 1 x connecteur à 3 pôles IEC-C15

1m 
SKU : NORARRPWC100
EAN : 3700795184684

2m 
SKU : NORARRPWC200
EAN : 3700795184707

LONGUEURS DISPONIBLES

DESCRIPTION
Blindage en cuivre pour une isolation optimisée face aux rayon-

nements électromagnétiques et radiophonique environnants 

(RFI & EMI) : fibre de coton optimal pour réduire les micro-vibra-

tions en interne, isolation périphérique en PVC épais en externe.

Fiches en cuivre plaqué Or 
pour une meilleure conductivité

Conducteurs OFC section 2.5mm2
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ARRAN 

Features presentations and subject to change without notice.

POWER CABLE
PERFORMANCE SERIES

SPECIFICATIONS
Finish : Black nylon braid – flexible texture
Power socket : 1 x Schuko type power socket
Connector : 1 x 3-pole connector IEC-C15

1m 
SKU : NORARRPWC100
EAN : 3700795184684

2m 
SKU : NORARRPWC200
EAN : 3700795184707

AVAILABLE LENGTH

DESCRIPTION
Cooper shielding for optimized insulation against

electromagnetic and radiophonic interferences (RFI & EMI):

optimal cotton fibre to limit micro-vibrations inner, thick PVC

on the outside.

Gold plated pure copper plugs 
for better conductivity

OFC 2.5mm2 conductors


